Branch Condition Report

Date: 7 /24/2003 1 of 2
Pavement Database: NetworkID: McGrath
Number of | Sum Section |Avg Section True Area PCI Weighted
Branch ID Sections Length Width (SqFt) Use AMEERE Standard Average
F) (Ft) PCI Deviation PCI

100 (Taxiway A) 1 415.00 94.00| 95458.00 TAXIWAY 93.00 0.00 93.00
1000 (Taxiway J) 1 485.00 70.00; 70527.00 TAXIWAY 98.00 0.00 98.00
200 (Taxiway B) 3 3580.00 33.33 131000.00 TAXIWAY 11.00 12.08 23.74
300 (South Turn Around) 1 280.00 70.00] 29572.00 TAXIWAY 99.00 0.00 99.00
400 (Taxiway D-North Turn Around) 1 450.00 70.00] 33110.00 TAXIWAY 91.00 0.00 91.00
4100 (North Ramp) 1 500.00 120.00 60000.00 APRON 24.00 0.00 24.00
4200 (Retardant Ramp) 2 1050.00 120.00 126000.00 APRON 48.50 47.50 48.50
4300 (East Ramp) 1 830.00 286.00) 237380.00 APRON 91.00 0.00 91.00
6100 (Runway 16/34) 1 5956.00 100.00 595599.99 RUNWAY 88.00 0.00 88.00
6200 (Runway 7/25) 4 3951.00 50.00] 174400.00 RUNWAY 34.75 33.60 49.92
900 (Taxiway I) 1 485.00 70.00] 71386.00 TAXIWAY 95.00 0.00 95.00
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Arithmetic Average Weighted
Use Number Total Average PCI Average
of Area PCI STD PCI
Category Sections (SqFt) '

APRON 4 423380.00 53.00 41.35 68.86
RUNWAY 5 769999.99 45.40 36.83 79.38
TAXIWAY 8 431053.00 63.63 41.50 73.36

All 17 1624432.99 55.76 40.92 75.04




